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<div style="text-align: justify;"><span data-sheets-formul a-bar-text-style="font-

size: 13px;col or:#000000;font-wei ght:normal ;text-decorati on:none;font-family:'Arial’;font-style:normal ;text-
decoration-skip-ink:none;">Penelitian ini merupakan penelitian deskriptif yang dilakukan untuk mengetahui
gambaran risiko kesehatan dan tingkat risiko kesehatan pada area workshop dan warehouse PPl Cakung PT
United Tractors Tbhk. Desain penelitian yang digunakan adalah deskriptif dengan metode semi-kuantitatif.
Data yang digunakan adalah data sekunder yang diperoleh dari perusahaan. Hasil penelitian menunjukkan
bahwa terdapat bahaya fisika berupa kebisingan, getaran, pencahayaan, iklim kerja, dan radiasi ultraungu
dan bahaya kimia berupaali, solar, thinner, debu, cooler, benzene, toluene, xylene, dan fume dari hasil
pengelasan. Tingkat risiko residu berkisar pada kategori low (rendah) hingga medium (sedang).
Pengendalian sudah diterapkan untuk banyak risiko dan terdapat penerapan pengendalian yang efektif
menurunkan tingkat risitko medium menjadi low. Meski demikian, masih perlu dilakukan identifikasi bahaya
dan risiko secara komprehensif yang meliputi observasi dan wawancara karena masih terdapat bahaya yang
tingkat risikonya belum diketahui dan agar sesuai dengan kondisi di lapangan.</span></div><hr /><div
style="text-align: justify;"><span data-sheets-formul a-bar-text-style="font-si ze: 13px;col or:#000000;font-
weight:normal ;text-decoration:none;font-family:'Aria;font-style:normal ;text-decorati on-skip-
ink:none;">This research is a descriptive study conducted to describe health risks and health risk levelsin
the PPI Cakung workshop and warehouse area of PT United Tractors Thk. The research design used is
descriptive with a semi-quantitative method. The data used is secondary data obtained from the company.
The results showed that there were physical hazards such as noise, vibration, lighting, extreme temperature,
and ultraviolet radiation and chemical hazards such as oil, diesal, thinner, dust, cooler, benzene, toluene,
xylene, and fumes from welding activity. Residual risk levels range from low to medium. Controls have
been implemented for many risks and there are effective controls implemented to reduce the medium risk
level to low. However, it is still necessary to carry out a comprehensive hazard and risk identification which
includes observation and interviews because there are still hazards whose level of risk is unknown and to
suit conditionsin the field.</span></div>


https://lib.fkm.ui.ac.id/detail.jsp?id=136732&lokasi=lokal

